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METAL and WOODWORKING VISES, 

P-PLAMPS 

SPECIAL WORKHOLDERS, 

BENCH GRINDERS 










, 



1. INCREASED JAW CLAMPING SURFACE — 25% more 
clamping area. The largest jaw inserts of any machinist’s vise. 

2. VISE BODY — 15% heavier — Stronger than gray iron vises. 

3. MASSIVE ANVIL — 280% more anvil area — the largest of 
any machinist’s vise on the market. 

4. THROAT DEPTHS — Wilton Machinist’s Vises have the depth 
to meet tough job requirements. 

5. PRECISION SLIDE BAR — steel key guide in broached key way 
of cylindrical housing insures precision fit of .002 — no side play. 


ENCH VISES 


SLIP PROOF SWIVEL LOCKING — all swivel base models 
rotate 360° and have new serrated locking base with 
double lockdowns. 

•n'VnTTTf'Ttrn TT/-»TlTrT/\-»Trn A T TM-1/^TyT.T 

u/vv^uoivjd xium^uiN — means that the nut 

bears on the entire vise body and provides straight line pull for the 
spindle. Threads of the spindle can’t wear out — 
making for a lifetime spindle and nut. 

SEALED CONSTRUCTION — all moving parts totally enclosed. 
Locks in lubrication — locks out abrasive dust and moisture. 


Equipped with removable, reversible and interchangeable jaws of high grade, speed treated steel. Standard jaws are equipped with diamond serrations 
These may be replaced with jaws of Smooth Steel. Available in swivel or stationary base models. 



WILTON MACHINIST’S BENCH VISES 
WITH STATIONARY BASE 

WILTON DESIGN FEATURES MAKE FOR THE 
BEST STATIONARY BASE MACHINIST’S VISE 


WILTON MACHINIST’S BENCH VISES 
WITH SWIVEL BASE 

WILTON DESIGN FEATURES MAKE FOR THE 
BEST SWIVEL BASE MACHINIST’S VISE 


Nobody but Wilton 
« builds a vise like this. 

^ Lathe turned slide bar 

% i>.. /ij'A operates in bored 

\\l channel, fits with .003" 

\1 u ■ tolerance. Steel key 

il y ■■ • > rdin broached keyway 
<r\ ^>***'' c'JS&'M eliminates side play 

and assures smoother 
\V; operation. And all 

|1 movingpartsaretotally 

m enclosed —lubrication 

19 is locked in, dirt and 

grit are locked out. 

You also get heavier reinforced castings. All for the price of an 
ordinary vise! Can be readily converted to swivel base type with 
the addition of Wilton's swivel assembly. 



f ! m -K m Nobody but Wilton 

i W builds a vise like this. 

_. ..'^1 Is % || Lathe turned slide bar 

<■.. - a || operates in bored 

; channel,fits with .003” 

- •%!?' tolerance. Steel key in 

-•-i ill assures smoother op- 

“ eration.Andallmoving 
parts are totally en¬ 
closed—lubrication is locked in, dirt and grit are locked out. 

You also get heavier reinforced castings, 360° slip-proof swivel 
locking base and more. All for the price of an ordinary vise! 


Item 

Catalog 

Jaw 

Maximum 

Shipping 

No. 

Number 

Width 

Opening 

Wt„ Lbs. 

10001 

250S 

214" 

3" 

13-lbs. 

10006 

300S 

3" 

454" 

29 lbs. 

10011 

350S 

3)4" 

514" 

48 lbs. 

10016 

400S 

4" 

6)4" 

67 lbs. 

10021 

450S 

414" 

714" 

79 lbs. 

10026 

500S 

5" 

8" 

98 lbs. 

10031 

600S 

6" 

10" 

164 lbs. 

10036 

800S 

8" 

12" 

248 lbs. 


Item 

Catalog 

Jaw 

Maximum 

Shipping 

No. 

Number 

Width 

Opening 

Wt„ Lbs 

10046 

250N 

214" 

3" 

11 lbs. 

10056 

300N 

3" 

454" 

25 lbs. 

10066 

350N 

314" 

514" 

41 lbs. 

10076 

400N 

4" 

614" 

56 lbs. 

10086 

450N 

4/ 2 " 

714" 

69 lbs. 

10096 

500N 

5" 

8" 

86 lbs. 

10106 

600N 

6" 

10" 

153 lbs. 

10116 

800N 

8" 

12" 

227 lbs. 









WILTON WEATHERPROOF OUTDOOR 
PIPE AND BENCH VISE 

When you take a vise 
out on the job, it’s got 
to take a lot. Slam- 
bang off-the-road trav¬ 
el. Abrasive dust. Driv¬ 
ing rain. And hard, 
punishing use. But this 
Wilton all-weather 
bench and pipe vise is 
built for it — with all 
working parts sealed, 
lifetime lubrication, chrome finished exposed parts and castings 
protected by weather-proof paint. Plus large jaw inserts.. .case 
hardened steel, pipe jaws... 8 sq. in. anvil... and 360° locking 
swivel base. 

Item Catalog Jaw Pipe Shipping 

No. Number Width Capacity Wt.,tbs. 
10400 AW35 314" J6-2J4" 55 lbs. 


WILTON TRADEMENS’ VISE 

This versatile vise is 
ideal for the welding 
or automotive shop. It 
incorporates the ad¬ 
vantages of Wilton's 
famous, industry 
proved Machinists’ 
Vise. The 2000 Series 
features the lifetime 
precision of Wilton’s 
“straightline" pull for 
spindle and nut, keyed round slide bar and sealed lubrication. 
Extra deep throat provides more work holding capacity. Includes 
hardened steel pipe jaws and big anvil for added “workability.” 
Available in 4" and 5" jaw widths. 


Item 

Catalog 

Jaw 

Maximum 

Pipe 

Depth of 

Shipping 

No. 

No. 

Width 

Opening 

Capacity 

Throat 

Wt., Lbs. 

11340 

2040 

4" 

4” 

Va"-2'A" 

35C 

39 

11350 

2050 

5" 

5" 

5T-3J4" 

3 %" 

53 






NEW WILTON COMBINATION 
PIPE AND BENCH VISES 

These combination 
vises are subject to ex¬ 
tra tough use. As a re¬ 
sult, Wilton makes the 
most critical compon¬ 
ent—the slide bar—of 
steel. It's twice as 
strong as cast slide 
bars and only Wilton 
has it! 

Nobody but Wilton 
builds a vise like this. 
Slide bar operates in bored channel, fits with .003" tolerance. 
Steel key in broached keyway eliminates side play and assures 
smoother operation. And all moving parts are totally enclosed— 
lubrication is locked in, dirt and grit are locked out. 

You also get heavier reinforced castings, 360° slip-proof swivel 
locking base and more. All for the price of an ordinary vise! 


Item 

Catalog 

Jaw 

Pipe 

Shipping 

No. 

Number 

Width 

Capacity 

Wt., Lbs. 

10200 

C-0 

3 54 " 

56 - 2 ) 4 " 

55 lbs. 

10225 

C-1 

454 " 

54 - 354 " 

80 lbs. 

10250 

C-2 

5" 

/s-4/2" 

113 lbs. 

10275 

C-3 

6" 

%-6" 

192 lbs. 


WILTON WORKSHOP VISES 

The 640 series is rug¬ 
ged throughout. Hus¬ 
kier body takes the 
heavier work load 
you’d expect from a 
workshop vise. And 
it’s equipped with fea¬ 
tures you find on pro¬ 
fessional craftsman 
models. For example, 
the 640 series has a 
swivel base and steel 
replaceable top jaws. 
Extra large anvil pro¬ 
vides ample work 
area and the polished 
non-mar surface 
won’t damage work 
pieces. A box frame slide built of 3/16” steel guarantees long- 
lasting performance. 


Item 

Catalog 

Jaw 

Maximum 

Pipe 

Shipping 

Number 

Number 

Width 

Opening 

Capacity 

Wt., Lbs. 

11300 

643% 

3-1/2” 

4" 

1/8-2” 

19 lbs. 

11400 

644 

4" 

5” 

1/8—2-1/2” 

31 lbs. 

11500 

645 

5” 

5-1/2” 

1/8—2-1/2” 

41 lbs. 




WILTON PRECISION JEWELERS’ VISE 

Accurate workman¬ 
ship plus the same 
design features as in 
the Wilton Machinists’ 
Vise line provide this 
"mini” Wilton with 
great clamping strength 
and accuracy despite 
its small size. Ideal for 
Jeweler’s, Home Crafts 
and Electronics work. Available in stationary or swivel base 
nodels. Smooth steel jaws are standard. 

Item Catalog Jaw Maximum Depth of Shipping 

Number Number Base Width Opening Throat Wt., Lbs. 

10800 20 S Swivel 2” 2-1/4” 1-1/2” 4-1/2 

10850 20 N Stationary 2” 2-1/4" 1-1/2" 4 



WILTON COPPER JAW CAPS 



Designed to avoid 
marring the surface of 
softer metals and to 
protect jaw faces. 
Wilton Jaw Caps have 
polished faces and pli¬ 
able copper exten¬ 
sions for a sure grip 
fit on any make vise. 


Width of vise jaw 

2" 2-1/2" 3" 3-1/2" 4" 4-1/2” 5” 6” 


WILTON 
HOME VISES 
and 

DRILL PRESS 
VISES 


WILTON DRILL PRESS VISE 

Every component of 
this vise has been 
"beefed" up to give 
you maximum dura¬ 
bility and accuracy.The 
moveable jaw's gib is 
madeof steel and rides 
in a machined, cast iron 
way. Slide bar handle 
is heavier, more rug¬ 
ged than those in ordinary vises. The overall result of this new 
design is a drill press vise that's some thirty percent heavier than 
conventional models. 

Both sides of this Wilton vise have been precision machined at 
right angles to the bottom. This means that by laying the vise on 
its side, you can turn a workpiece 90° —and drill again — without 
removing it from the vise. 

Vise is available with Wilton's rapid acting tightening nut. 


Item 

No. 

Catalog No. 

Jaw 

Width 

Max. Jaw 
Opening 

Type of 

Nut 

Shipping 

Weight 

12450 

1035 

314 " 

4%" 

conventional 

11 lbs. 

12650 

1135 

314 * 

414" 

4%" 

rapid action 

11 lbs. 

12500 

1045 

414 " 

conventional 

16 lbs. 

12700 

1145 

414 " 

4%" 

6%" 

rapid action 

16 lbs. 

12550 

1060 

6" 

conventional 

27 lbs. 

12750 

1160 

6" 


rapid action 

27 lbs. 



WILTON FLIP-GRIP II VISE 



Its three vises in one. 
It flips to any positon. 
Grips metal, wood and 
pipe. Mounts horizon¬ 
tally or vertically on 
your workbench. And 
it flips out of the way 
when the job is done. 
Flip-Grip II makes any 
job easier because 
you can select just the 
right working position. 
Its ideal for long, hard- 
to-handle workpieces, 
perfect for any wood, 
metal or pipe project. 



Flip-Grip II adjustable design is simple and rugged. Takes only 
seconds to change positions—locks and holds securely at any 
angle, left or right. Removable jaw inserts slip in fast to match 
the job. 


The Flip-Grip II is constructed of quality materials and work¬ 
manship for rugged, dependable operation. Anvil handles tough 
work. And smooth, quick action speeds every job. 


Item 

Catalog 

Jaw 

Maximum 

Pipe 

Shipping 

Number 

Number 

Width 

Opening 

Capacity 

Wt., Lbs. 

11950 

594 

4" 

4" 

3/8” — 1-3/8” 

22 lbs. 



WILTON HOME VISES 



The vise for the home 
shop with top profes¬ 
sional features — at 
the hobbiest’s price. 
Massive, duty-proven 
material stands up to 
hard use, yet it fea¬ 
tures smooth operat¬ 
ing construction. 
Large anvil . . . built-in 
pipe jaws . . .replace¬ 
able serrated steel 
jaws...secure locking 
swivel base and Wil¬ 
ton quality that can’t 
be beat are all standard. 3-1/2” to 5” jaw widths meet any home 
shop requirement. It all adds up to built-in Wilton performance 
and value. The “S” series have built-in serrated jaw faces. 



Item 

Catalog 

Jaw 

Maximum 

Pipe 

Shipping 

Number 

Number 

Width 

Opening 

Capacity 

Wt„ Lbs. 

11800 

535 

314 " 

3 " 

14 1 " 

11 lbs. 

11850 

540 

4" 

3 %" 

Vs-r 

14 lbs. 

11860 

550 

5" 

4Z" 

14 — 114 " 

18 lbs. 

11815 

535-S 

314 " 

3" 

14—1" 

11 lbs. 

11855 

540-S 

4" 

3%" 

14-1" 

14 lbs. 


WILTON DRILL PRESS VISES 



This quality built vise 
assures precision ac¬ 
curacy for the home 
craftsman in drilling, 
reaming, or tapping 
operations. And it’s 
moderately priced. 
Moveable jaw plate is 
smooth — back jaw 
plate is grooved. Two 
and a half inch jaw 
width coupled with 
2-9/16” maximum 
opening gives ample 
work load capacity. 



Model 25 is standard and Model 25A gives a full 90° adjust¬ 
ment to permit accurate work at any angle. It can be used in the 
ordinary manner as well as at an angle — moderately priced. 




Item 

Catalog 

Jaw 

Max. Jaw 

Depth of 

Overall 

Shipping 

Number 

Number 

Width 

Opening 

Jaws 

Length 

Wt., Lbs. 

12800 

25 

2-1/2” 

2-9/16" 

1-1/2" 

7-1/4” 

7 lbs. 

12850 

25A 

2-1/2” 

2-1/2” 

1-1/2" 

9” 

13 lbs. 



WILTON 7” X 7” WOODWORKERS’ VISES 


WILTON 

WOOD¬ 

WORKERS’ 

VISES 



Unique L-shaped jaw 
design provides 5 
times more vertical 
clamping surface 
than any other con¬ 
ventional 7” vise has 
to offer . . . and 2 
times more than a 
conventional 10” 
vise. All moving parts 
have lifetime lubrica¬ 
tion. A continuous 
screw or rapid acting 
nut is available. 


Item 

Catalog 

Jaw 

Jaw 

Shipping 

Number 

Number 

Size 

Opening 

Wt., Lbs. 

13000 

76A 

7" x 7” 

9” 

32 lbs. 

13025 

77A 

7” X 7” 

9” 

32 lbs. 






CONVENTIONAL DESIGN A" x 7" 


Item 

Catalog 

Jaw 

Maximum 

Shipping 

Number 

Number 

Size 

Opening 

Wt., Lbs 

13600 

51W 

4” x 7" 

9" 

31 lbs. 

13650 

51A 

4" x 7" 

9" 

32 lbs. 

13700 

53W 

4" x 7" 

9" 

32 lbs. 

13750 

53A 

4" x 7" 

9" 

33 lbs. 


WILTON WOODWORKERS’ VISES 
CONVENTIONAL DESIGN 

Tough, sturdy cast¬ 
ing gives this vise the 
rugged quality need¬ 
ed for a woodwork¬ 
ers’ vise. Guide bars 
have a lifetime lubri¬ 
cation. A continuous 
screw or rapid acting 
nut is available. 
Opening to a maxi¬ 
mum of 12”. This vise 
meets a wide range of 
clamping capabilities 
while remaining econ¬ 
omical at the same 
time. 


Item 

Catalog 

Jaw 

Maximum 

Shipping 

Number 

Number 

Size 

Opening 

Wt., Lbs. 

13200 

62W 

4” x 10” 

12” 

35 lbs. 

13275 

62A 

4” x 10” 

12” 

36 lbs. 

13351 

64W 

4” x 10” 

12- 

36 lbs. 

13350 

64A 

4” x 10” 

12” 

37 lbs. 




WILTON WOODWORKER’S VISE 



The woodworking 
craftsman realizes 
the value of a good 
woodworking vise — 
and the difference it 
can make in better 
work. This light¬ 
weight vise features 
the quality that has 
made Wilton a leader 
in the field. It’s per¬ 
fect for beginners, yet 
gives the more exper¬ 
ienced home crafts¬ 
man ever-lasting dependability. Smooth, cast jaws hold large 
workpieces tight. Wood jaw faces are easily attached. Heavy 
steel handle. A front jaw adds extra versatility. Mounts easily 
and securely against bench tops up to 2-1/2” thick with just 
two bolts. 

Item Catalog 

Number Number 

12980 86 


Maximum Shipping 
Jaw Size Opening Wt., Lbs. 

3” x 6-1/2” 5” 10 lbs. 



WILTON UNIVERSAL TURRET VISE 


it’s a woodworking 
vise — turn it — it’s a 
metal working vise. 
Metalworking side 
has replaceable ser¬ 
rated steel jaws and 
cast in pipe jaws. 
Woodworkinq is off¬ 
set to left for vertical 
work. Both metal and 
wood jaw faces and 
sides are precision 
machined for perfect 
jaw alignment. Metal 
jaw faces are 4” x 1”. 
Woodworking jaw faces are 7” x 3”, with a dog in the front jaw. 
Recommended for General School Shops where several 


courses 

are taught in the same classroom. 



Item 

Catalog 

Wood¬ 

working 

Metal¬ 

working 

Pipe 

Maximum 

Shipping 

Number 

Number 

Jaw Faces 

Jaw Faces 

Capacity 

Opening 

Wt., Lbs. 

13900 

91A 

5” X 7” 

1” X 4” 

1/4”-4 1/2” 

5-1/2” 

36 lbs. 



WILTON HEAVY DUTY C-CLAMPS 
STANDARD THROAT 


WILTON 

Duty-Rated 

Forged 

Steel 

C-CLAMPS 



Recommended for 
heavy industrial and 
construction work de¬ 
manding complete re¬ 
liability. Frames are 
forged of special qua¬ 
lity carbon steels, and 
heat treated. Spindles 
are turned from sin¬ 
gle pieces of square 
bar stock, threaded modified National Coarse, and come with 
hardened Wilton's exclusive Perma-Pad swivels. 


Minimum 

Proof 


Item 

Catalog 


Throat 

Spindle 

Test 

Weight 

Number 

Number 

Capacity 

Depth 

Diameter 

Lbs. 

Lbs. 

14114 

102 

0"—2" 

1-1/2” 

9/16” 

7,500. 

2 

14128 

103 

0”—3” 

2” 

5/8" 

8,750 

3 

14142 

104 

0”—4” 

2-3/8” 

3/4" 

10,000 

5 

14156 

106 

2”—6" 

2-1/2” 

3/4” 

11,250 

6 

14170 

108 

4”—8” 

2-5/8" 

3/4" 

12,500 

8 

14184 

110 

6”—10” 

2-3/4” 

3/4” 

13,750 

9 

14198 

112 

8”—12” 

2-7/8" 

3/4” 

15,000 

13 


WILTON REGULAR DUTY STANDARD 
THROAT C-CLAMPS 

These clamps are 
equipped with Wilton 
Perma-Pads, guaran¬ 
teed not to come off 
in normal use, and 
with lifetime lubricat¬ 
ed spindles of fat¬ 
igue-proof steel. The 
spindle is threaded 
with a special, pre¬ 
cision-cut, single¬ 
lead, Acme thread. All 
800 series are finish¬ 
ed in grey enamel. Bulk-packed in partitioned, master carton. 

The Series 800 has the strength and “beef” of forged steel 
because it is forged steel. But it has a price like a cast clamp 
price. 

The 800 Series is recommended for regular-duty work not 
requiring unusual throat depth. Since it’s drop forged from 
specially selected steels, 800 Series clamps are light enough 
for production line use. 


Item 

Number 

Catalog 

Number 

Capacity 

Throat 

Depth 

Spindle 

Diameter 

Minimum 
Proof Test 
Lbs. 

Weight 

14714 

802 

0”—2" 

1-13/16" 

9/16” 

2700 

1-1/2 lbs. 

14723 

803 

0”—3” 

1-15/16” 

9/16” 

3000 

1-3/4 lbs. 

14742 

804 

0”—4" 

2-5/16" 

5/8” 

3700 

2-3/4 lbs. 

14756 

806 

0”—6” 

2-15/16” 

5/8” 

4500 

4 lbs. 

14770 

808 

2”—8” 

3-7/16" 

3/4” 

5200 

6-1/2 lbs. 

14784 

810 

IV/’-IO" 

3-3/4” 

3/4” 

6000 

9-3/4 lbs. 

14798 

812 

11/8-12” 

3-7/8" 

3/4” 

8000 

11-1/4 lbs. 


WILTON REGULAR DUTY 
DEEP THROAT C-CLAMPS 

Here is a C-Clamp 
that combines great¬ 
er throat depth with 
the added strength of 
drop forged steel. All 
the other Wilton ex¬ 
clusives, too, includ¬ 
ing individual boxing, 
grey lacquered finish, 
and patented Perma- 
Pads. Precision cut 
single lead Acme thread. Extra deep throat; from 2” to nearly 
6” in seven sizes. Heavier, stronger spindle screws and 
handles. Also available with Plated Spindle for spatter 
protection. 

Minimum 

Proof 


Item 

Catalog 


Throat 

Spindle 

Test 

Weight 

Number 

Number 

Capacity 

Depth 

Diameter 

Lbs. 

Lbs. 

14214 

402 

0”—2” 

2” 

9/16” 

3300 

1 

14228 

403 

0”—3" 

2-1/2” 

5/8” 

3500 

2 

14242 

404 

0”—4” 

2-7/8” 

3/4” 

4100 

3 

14256 

406 

0”—6" 

3-5/8" 

3/4” 

5400 

4 

14270 

408 

0”—8” 

4-1/2" 

3/4" 

5900 

6 

14284 

410 

2”—10” 

5-3/8” 

3/4” 

6200 

9 

14298 

412 

2"—12” 

5-3/4” 

7/8” 

9300 

13 


WILTON REGULAR DUTY 
DEEP THROAT C-CLAMPS 

Plated Spindle Models 


Minimum 

Proof 


Item 

Catalog 



Throat 

Spindle 

Test 

Weight 

Number 

Number 

Capacity 

Depth 

Diameter 

Lbs. 

Lbs. 

14215 

402-P 

0’ 

- 2’’ 

2” 

9/16” 

3300 

1 

14229 

403-P 

O' 

- 3'' 

2-1/2” 

5/8” 

3500 

2 

14243 

404-P 

0’ 

— 4" 

2-7/8” 

3/4” 

4100 

3 

14257 

406-P 

O' 

- 6" 

3-5/8” 

3/4” 

5400 

4 

14271 

408-P 

0’ 

- 8'' 

4-1/2” 

3/4” 

5900 

6 

14285 

410-P 

2’ 

—10” 

5-3/8” 

3/4” 

6200 

9 

14299 

412-P 

2’ 

—12” 

5-3/4” 

7/8” 

9300 

13 





Wilton SLIPNOT... the first really new 



C-clamp in years! 


SERRATED PAD 
has deep 
scoring for a 
sure bite, secure 
clamping. 

(SE series only) 


GROOVED 
ANVIL is built 
like a miniature 
pipe vise- 
built to grip and 
hold tight. 

(SE series only) 


Designed to provide sure, non-slip clamp¬ 
ing on round workpieces and better clamp¬ 
ing on all shapes is a new C-clamp by the 
Tool Division of Wilton Corporation. Called 
the "SlipnotT it features a deeply serrated 
pad and an anvil grooved much like pipe 
vise jaws. The combination assures a positive grip on any shape, 
simplifies set-ups and saves time. 

The new Wilton clamp also has other advancements such as 
forged steel construction, exclusive Perma-Pad swivels, 
sealed-for-life lubrication. It is available in extra deep throat 
design in a wide range of sizes, individually boxed and finished 
in gray laquer. Also available in 4400 Square Throat models. 

Regular Duty — Extra Deep Throat 


Minimum 


Item 

Catalog 


Throat 

Spindle 

Proof Test 

Weight 

Number 

Number 

Capacity. 

Depth 

Diameter 

Lbs. 

Lbs. 

15978 

402SE 

0”—2" 

2" 

9/16" 

3300 

1-3/4 

15979 

403SE 

0"—3" 

2-1/2" 

5/8" 

3500 

2-1/4 

15980 

404SE 

0"—4" 

2-7/8" 

3/4" 

4100 

3-1/2 

15981 

406SE 

0 "— 6" 

3-5/8" 

3/4" 

5400 

5-1/4 

15982 

408SE 

0" —8“ 

4-1/2" 

3/4" 

5900 

7-3/4 

15983 

410SE 

2"-10" 

5-3/8" 

3/4" 

6200 

9-3/4 

15984 

412SE 

2"—12" 

5-3/4" 

7/8" 

9300 

12-3/4 

Regular Duty — 

Square Throat 




15986 

4404SE 

0 "— 4" 

4" 

3/4" 

4100 

4-1/2 

15987 

4406SE 

0"—6" 

5" 

3/4" 

5400 

6-1/4 

15988 

4408SE 

2”—8" 

6" 

3/4" 

5900 

9 


WILTON SQUARE THROAT C-CLAMPS 
DROP FORGED STEEL FRAMES 

Wilton’s 4” Square 
Throat C-Clamps have 
greater capacity — 
they do twice as 
many jobs by solving 
the problem of insuf¬ 
ficient throat depth. 
The square throats 
give 37% more depth 
than standard “deep 
throat” C-Clamps. 
Drop forged steel frames for added strength — lifetime 
lubricated Fatigue Proof steel spindles. Fitted with Perma-Pad 
swivels that never come off! 


Item 

Catalog 


Throat 

Spindle 

Min. Proof 

Shipping 

Number 

Number 

Capacity 

Depth 

Diameter 

Test 

Weight 

14350 

4404 

0”—4" 

4” 

3/4” 

4100 lbs. 

3 lbs. 

14375 

4406 

0”—6" 

5” 

3/4” 

5400 lbs. 

5 lbs. 

14400 

4408 

2’’—8” 

6" 

3/4” 

5900 lbs. 

7 lbs. 



WILTON PERMA-PAD 
ADAPTOR SWIVELS Wilton C-Clamps have 

an exclusive, Perma- 
Pad swivel. A steel re¬ 
taining ring holds the 
pad in place on the 
ball end of the screw 
—lets it swivel to bear 
evenly on clamped 
part. Perma-Pad swivels 
will never come off in 
normal usage. Now you 
can install Perma-Pad swivels on any C-Clamp (regardless of 
manufacturer) having one of the spindle diameters shown. Only 
tool required for installation is an ordinary screwdriver. 



WILTON SQUARE THROAT WELDERS’ 
C-CLAMPS 

DROP FORGED STEEL FRAMES 



Square throat shield¬ 
ed C-Clamps are de¬ 
signed specifically 
for rugged duty in the 
welding industry. In¬ 
creased throat depth 
handles twice as 
many welding jobs as 
conventional clamps 
of equal pad to anvil 
capacity. Extra tough 
drop forged steel frames. Lifetime lubricated Fatigue Proof 
spindles. Perma pad swivels that can’t come off. Spindles, 
handles and pads are heavily copper plated for greater spatter 
protection—welding “berries” can’t stick. 


Item 

Catalog 


Throat 

Spindle 

Min. Proof 

Shipping 

Number 

Number 

Capacity 

Depth 

Diameter 

Test 

Wt. Each 

14850 

4404-S 

0”—4” 

4" 

3/4” 

4100 lbs. 

3 lbs. 

14875 

4406 S 

0"—6” 

5” 

3/4" 

5400 lbs. 

5 lbs. 

14900 

4408-S 

2"—8" 

6" 

3/4" 

5900 lbs. 

7 lbs. 


Item 

Catalog 

Major 

Approx. Spindle 

Number 

Number 

Diameter 

Ball Diameter 

16000 

290130* 

1" 

7/16" 

16001 

290131* 

1-1/4" 

1/2" 

16002 

290132“ 

1-1/8" 

7/16” 

16012 

290142“ 

7/8" 

7/16" 

16013 

290143“ 

1-3/16" 

1/2" 

16023 

290613t 

1" 

7/16" 

16025 

290615f 

1-1/4” 

1/2" 


‘For Series 100,400,4400 “For Series 800 
fFor Series 400SE, 4400SE Serrated 







WILTON 

SPECIAL 

CLAMPS 


WILTON FABRICATORS’ SPEED CLAMP 

REGULAR DUTY- 
MODELS 1008 & 1009 
HEAVY DUTY- 
MODEL 2110 



Wilton's smooth-work¬ 
ing, quick-acting fab¬ 
ricators’ clamp saves 
valuable time in as¬ 
sembling, fabricating, 
weldingand other sim¬ 
ilar operations. It op¬ 
erates by sliding the 
clamp head up its 
mated shaft until it 
lightly grips the work, 
Then swing the clamp- 
ing lever inward to 
create a firm, perma¬ 
nent grip. Model 2110 
is a heavy duty version. 


Item 

Number 

Catalog 

Number 

Capacity 

Throat 

Depth 

Minimum 

Proof Test Lbs. 

Shipping 
Wt„ Lbs. 

15420 

1008 

8" 

4" 

2400 

214 lbs. 

15430 

1009 

10" 

4%" 

2800 

3 lbs. 

15750 

2110 

10" 

4%" 

5400 

6 lbs. 





WILTON AUTO SET CLAMP 


SERIES 1000 AS 


SERIES 1000 AS 




Saves set-up time and 
avoids any makeshift 
clamping. Quick, safe 
clamping on any stan¬ 
dard machine table 
with T-slots. Clamping 
thrust is always straight 
down with Auto Set 
The “holding" end of 
the clamp rests on 
workpiece with a radi¬ 
us on its nose provid¬ 
ing sound bearing at 
any angle. The oppo¬ 
site end of the clamp 
rests directly on the 
table—no riser blocks 
or spacers to change 
or adjust. Cast from 
ductile alloy steel- 
tensile strength up to 
60,000 psi. Clamping 
height varies from 0"- 
414" with the fulcrum 
end resting on the 
table. 


sJ 1 


Item 

Catalog 

Number 


Stud 

Overall 

Minimum 
Proof Test 

Shipping 

Number 

(pair) 

Capacity 

Size 

Length 

Lbs. 

Wt„ Lbs. 

15040 

1000 

1-W 

A" 

454" 

10,000 

2A lbs. 

15240 

1050 

0-414" 

1" 

9" 

60,000 

21 14 lbs. 











WILTON 

POWRARM 

WORK 

POSITIONERS 


WILTON “JUNIOR” 
COMBINATION 341 



Designed for elec¬ 
tronic, or other light 
assembly, the “Junior 1 ' 
combination features 
a precision jewelers’ 
vise. Built to utmost 
accuracy. Great lock¬ 
ing strength despite 
small size. Smooth 
steel jaws are standard. 


Item Comb. PowRarm Jaw Max. Throat Shipping 

No. Cat. No. Cat. No. Description Width Opening Depth Wt., Lbs. 

16448 341 343 Jeweler Vise #20N 2" 2 %" VA" 8 lbs. 


WILTON JUNIOR 343 

Medium duty posi- 
tionerfor use with work 
u p to 301 bs. Fast on-off 
action with horizontal- 
moving lock handle. 
Body is cast aluminum 
with cadmium-plated 
steel parts. Mounting 
holes are 1/4-20 std. 
threads on 2'A" cen¬ 
ters. T-bracketallowsinterchangingattachments with larger units. 

Ideal for electronics or aircraft work—recommended for use with 
Wilton precision vise or any special fixture. 


Item 

Cat. 

Maximum 

Base 

Overall 

Shipping 

No. 

No. 

Work Wt. 

Diameter 

Height 

Wt., Lbs. 

16180 

343 

30 lbs. at 6" 

4'A" 

5'A" 

4 lbs. 





Item 

No. 

16240 



WILTON MECHANICAL 301 

Extra-strong, heavy- 
duty positioner with 
exceptionally fast on- 
off action. Body is ma¬ 
chined semi-steel. All 
steel parts cadmium 
plated for corrosion 
resistance. Mounting 
holes are (Xe-18 on 
center. 

Designed for high pro¬ 
duction assembly line 
applications — and 
workpieces to 70 lbs. 


WILTON VEEP 344 



New design provides 
more workholding ca¬ 
pacity (up to 20 lbs.) 
and faster on-off ac¬ 
tion. Horizontal han¬ 
dle easily accessible 
and well below level of 
work. V 2 " receptacle 
with set screw for vise, 
printed circuit board 
holder or special fixture. Steel body, cadmium plated. 


Cat. 

Maximum 

Base 

Overall 

Shipping 

No. 

Work Wt. 

Diameter 

Height 

Wt., Lbs. 

301 

70 lbs. at 12" 

6" 

OO 

13 lbs. 


WILTON HYDRAULIC 303 


For light production assembly or electronic applications. 


Item 

Cat. 

Maximum 

Base 

Overall 

Shipping 
Wt., Lbs. 

No. 

No. 

Work Wt. 

Diameter 

Height 

16120 

344 

20 lbs. at 6” 

3%" 

4'A" 

3 lbs. 




Item 

No. 

16300 


Cat. Maximum 

No. Work Wt. 

303 150 lbs. at 12" 


Samesize and strength 
as Model 301 with hy¬ 
draulic locking action 
to increase work ca¬ 
pacity to 150 lbs. Hy- 
draulicsystemis hand- 
operated, self-con¬ 
tained and sealed with 
replaceable cups. 
Mounting holesareMe- 
18 on center. 

Rated for heavy-duty 
assembly, welding, 
maintenance and tool 
room work. 

Base Overall Shipping 

Diameter Height Wt., Lbs. 

6" 7" 15 lbs. 


WILTON MIDGET 345 

New design increases 
capacity and provides 
more positive lock. 
Fast on-off action with 
horizontal handle. All 
parts are steel, cad¬ 
mium plated.Mounting 
stud is 5/16-24. 


Recommended for intricate electronic work including small 
printed circuits. 


Item 

Cat. 

Maximum 

Base 

Overall 

Shipping 

No. 

No. 

Work Wt. 

Diameter 

Height 

Wt., Lbs. 

16060 

345 

6 lbs. at 6" 

2'A" 

1 %" 

1 lb. 






Model 152 


6" Wheel 


WILTON 

BENCH 

GRINDERS 

ALL MODELS MEET 
OSHA STANDARD —HAVE 
UL & CSA APPROVAL 
Spark Breakers, 

Eyeshields, Vented Wheel 
Guards, Guard Covers 
Standard 



Added horsepower motor makes this a valuable medium duty 
grinder for repair work and medium duty use. Standard features 
include extended frame, adjustable steel tool rests and plex-i- 
glass eyeshields. Toggle switch and water pot built into base. 
Two 6" x %" wheels in 36 and 60 grit. Motor is split capacitor 
and fully enclosed. 


Model 154 7 " Wheel 



Heavy duty for industrial use. Extended frame design gives 
more accessibility to side and front of wheels. Standard features 
include safety glass eyeshields and fully adjustable tilting tool 
rests. Motor is 14 horsepower, split capacitor and fully enclosed. 
Toggle switch and water pot are built into base. Two 7" x 1" 
wheels with 36 and 60 grit. Wheels are housed in special dust 
vent guards. 



Illuminated Eyeshields 


With illuminated safety glass eyeshields, 
Model 155 gives you ultimated viewing 
and accuracy while grinding. Fully adjust- 
abletool rests for grinding in any position. 
Toggle switch and water pot are built into 
base. Two 7" x 1" wheels in 36 and 60 
grit with !4 horsepower capacitor motor 
rated for industrial and heavy duty use. 
Vent dust guards house grinding wheels. 


Model 157 8" Wheel 



Heavy duty % horsepower motor makes 
this model 157 the ideal grinder for in¬ 
dustrial use. The tool rest is fully adjust¬ 
able for use in any grinding position. Two 
8" x 1" grinding wheels, one course 36 
grit and one medium 60 grit are standard. 
Dust vents, full guard covers, water pot 
and adjustable spark breakers are all built- 
in features. 


Model 158 10" Wheel 



The top of the line for industrial use. This 
heavy duty 1 horsepower model 158 is 
equipped with an industrial 1725 RPM 
motor. Dual voltage, 115/230 with two 10" 
grinding wheels of 36 and 60 grit. Eye- 
shields, tilting tool rest, full guard covers 
and adjustable spark breakers are all stand¬ 
ard equipment. Conforms to all OSHA re¬ 
quirements. 


J 




Model 156 Model 159 



Pedestal Base ” 
tor 6" and 7" 
Models 

Pedestal Base 
for 8" and 10" 
Models 


Stable bases. Convenient height. Por¬ 
table or permanent installation. Finish 
matches grinder. Lightweight; yet strong. 







SPECIFICATIONS 





Catalog 

Number Type 

Wheel Dim. 
Dia. Arbor Face 

Dist. 

Between 

Wheels 

No 

Load 

R.P.M. 

Motor 

H.P. 

AC 

Voltage 

1-Phase 

Motor 

Overall 

Length Height 

Shpg. 

Weight 

lbs. 

152 

Medium 
Service Duty 

6" 

A" 

%" 

12J4" 

3450 

A 

115V 

16 A" 

CD 

32 

154 

Heavy 

Service Duty 

7" 

%" 

1" 

1514" 

3450 

A 

115V 

19 %" 

9 %" 

61 

155 

Heavy 

Service Duty 

7" 

%" 

1" 

15)4" 

3450 

: A 

115V 

19 %" 

9 %" 

61 

157 

Heavy 

Service Duty 

8" 

%" 

1" 

17" 

3450 

% 

115V 

2034" 

11 %" 

74 

158 

Heavy 

Service Duty 

10” 

%" 

1" 

19" 

1725 

i 

115V/230 

23" 

13 A" 

140 

156 

Pedestal Base 

for models 152, 154, 155 








43 

159 

Pedestal Base 
for models 157, 158 









75 
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WILTON WILTOMATIC 
AIR/HYDRAULIC BENCH VISES 

POWERFUL HYDRAULIC MUSCLE FREES MANPOWER 



The Wiltomatic vise 
allows the Workman to 
have both hands on 
the workpiece and still 
close the vise by use 
of a foot control valve. 
This saves time, in¬ 
creases production. 
The maximum closing 
force between the jaws varies from 1,500 pounds to 6,800 pounds 
depending on the vise selected. The main screw and nut of the 
vise is engaged at all times; this virtually eliminates change-over 
time between jobs, since the static jaw opening is set by rotating 
the handle, as in a conventional vise. 

The power stroke is limited to 'A", even with the vise empty, Rec¬ 
ommended operating procedure, is to preset the jaws for the 
smallest possible travel that will allow workpieces to be loaded 
and unloaded without interference. 


Item 

Catalog 

Number, 

Complete 

Jaw 

Usable 

Jaw 

Max. 

Power 

Depth of 

Rated 
Locking 
Force at 

Catalog 

Number, 

Vise 

No. 

System 

Width 

Opening 

Stroke 

Throat 

100 psi Air 

Only 

17641 

WS400 

4" 

Swivel Base Type 

6" 'A" 3/ 2 " 

4700 lbs. 

5S400 

17682 

WS450 

4/ 2 " 

6" 

'A" 

4/a" 

5000 lbs. 

5S450 

17223 

WS600 

6" 

6" 

A" 

4%" 

6800 lbs. 

5S600 

17764 

WN400 

4" 

Stationary Base Type 

6" 'A" 3 A" 

4700 lbs. 

5N400 

17805 

WN450 

4'A" 

6" 

'A" 

434 

5000 lbs. 

5N450 

17847 

WN600 

6" 

6" 

A" 

4 %" 

6800 lbs. 

5N600 




WILTON MILOMATIC AIR/HYDRAULIC 
MILLING MACHINE VISES 

FULLY AUTOMATIC FOR FASTER OPERATION 



Your machines pro¬ 
duce more pieces 
per hour if they're 
equipped with a Milo- 
matic milling machine 
vise. These vises pro¬ 
vide push-button fast 
loading and reloading, 
reduce time lost in 
hand tightening. And 
with your own custom 
made jaw adaptors, 
these vises become automated production fixtures convertible 
in minutes from setup to setup. 

The 4 'A" Milomatic has low profile, small base area, graduated 
swivel or stationary mount—small enough for tight quarters. On 
the otherhand, its big 4'A" jaws, 1%" throat depth, and rugged 
construction give it the capacity for larger workpieces. And this 
model provides up to 4000 pounds of clamping force. The 6 
Milomatic offers 6" jaw width, 3" throat depth, and 5" jaw open¬ 
ing, plus 7,300 pounds clamping force. Both models have Z>" 
maximum power stroke. 

Compact and powerful, Milomatic vises are adaptable to a wide 
range of work and machines—make high production, automated 
clamping truly practical and profitable. 





Catalog 


Rated 




Number, 

Max. 

Locking 

Shipping 

Catalog 

Item 

Complete 

Width of Jaw 

Force at 

Weight 

Number 

No. 

System 

Jaws Opening 

100 psi Air 

Complete vise only 



Stationary Base Type 



17362 

MN-450 

4 / 2 " 4" 

4,000 lbs. 

84 lbs. 

2N-450 

17484 

MN-600 

6" 5" 

7,300 lbs. 

152 lbs. 

2N-600 



Graduated Swivel Base Type 



17424 

MS-450 

4 / 2 " 4" 

4,000 lbs. 

102 lbs. 

2S-450 

17548 

MS-600 

6" 5" 

7,300 lbs. 

186 lbs. 

2S-600 


WILTON 

MILLING 

MACHINE 

and 

AIR/ 

HYDRAULIC 

VISES 


WILTON MILLING MACHINE VISE 

This vise features a 
solid, uninterrupted 
bed, eliminating the 
guideslots which ac¬ 
cumulate dirt and 
chips. Forged steel 
wrench and 11/I 6" 
tongues included. 
Swivel base gradua¬ 
tions are engraved. 
Base of vises contain 
milled tongue slots for 
crosswise and length¬ 
wise mounting. 

Style RX-45 has unique patented feature of a replaceable, steel, 
surface ground bed plate. This reduces its price to an unprece¬ 
dented level for a viseof this quality, while giving the triple benefit 

of high accuracy, durability, plus replaceability of the most vul¬ 
nerable portion of any machine vise. Base casting provides gen¬ 
erous coolant troughs. 

All models have unusually large jaw openings and throat depths, 
with low overall height. Jaw faces are steel, surface ground and 

replaceable. Templatesshowing jaw details available on request. 



Item 

Catalog 

Type 

Width 

Max. Jaw 

Shipping 

No. 

Number 

Base 

of Jaws 

Opening 

Wt., Lbs. 

12275 

RX-45 

swivel 

4 / 2 " 

4'A" 

53 lbs. 

12075 

RXN-45 

stationary 

4 / 2 " 

4'A" 

41 lbs. 

12350 

RX-60 

swivel 

6" 

5/" 

135 lbs. 

12150 

RXN-60 

stationary 

6" 

5'A" 

102 lbs. 


IMPORTANT NOTICE TO PURCHASERS 

All Wilton products are guaranteed. These guarantees are limited and 
provisional, and in all cases dependent upon proper product usage. 
Specific guarantee details depend upon the construction of each pro¬ 
duct line and its intended use by the purchaser. In any case, warranty is 
limitedtothe repair or replacement, at our option, parts or product F O B. 
factory. A copy of each product guarantee may be procured by writing 
our Des Plaines, Illinois general office. 

Neither the manufacturer or distributor shall be liable for any injury or 
damage out of the use or suitability of this product. It is up to the user to 
determine suitability and safety of the product for his intended use, and 
the user assumes all risks and liability herewith. 









WII.TON 


Your Wilton industrial distributor 
puts it all together for you. 


Call him and you get a complete package. He’s your 
source of America s finest line of clamping tools. He 
and his men are specially trained in the latest 
clamping techniques and cost-cutting methods. A 
combination you'll find especially helpful. 


Need an answer to a tough clamping problem? 
Reaching for greater production efficiency? 
Get together with your Wilton industrial 
distributor. He’s ready with an inventory 
of the most popular vises. C-clamps and 
other workholding tools. Plus 
his experienced application 
expertise that makes it all 
pay off more profitably. 




















